
For Medium And Low Duty
Applications Such As:

Construction
    -Off-road Equipment
Automotive/Trucks
    -Wheel Bearings
    -Chassis
Agriculture
    -Tractors
Industrial Equipment

High Speed Ball Bearings:
    -Alternators
    -Generators
    -Starters
Lightly Loaded Bearings

Medium Load

Low Load

Low Load
And High Speed

High Temp

Low Temp

Temperature Extremes -
All Applications Except:

- Hammers
- Autolube Systems
- High Speed Bearings

For Heavy-Duty Applications
Such As:

Mining
    -Heavy Equipment
Construction
    -Off-road Equipment
Steel Mills
Paper Mills
    -High Temp Applications
Boating
    -Trailers
Heavy Industry
    -Heavily Loaded Joints &
    Bearings

High Load

Cat Arctic Platinum Grease
NLGI 0

(Temp down to -50°C / -58°F)

With 5% moly

Cat High Speed Ball Bearing Grease
NLGI 2

(Temp above -20°C / -4°F)
Without moly

Cat Ultra 5Moly Grease
NLGI 1

(-35° to 40°C / -31° to 104°F)

With 5% moly

Cat Ultra 5Moly Grease
NLGI 2

(-30° to 50°C / -22° to 122°F)

With 5% moly

Cat Desert Gold Grease
NLGI 2

(Temp up to 60°C / 140°F)
With 5% moly

Cat Advanced 3Moly Grease
NLGI 2

(-20° to 40°C / -4° to 104°F)
With 3% moly

Cat Multipurpose Grease
NLGI 2

(-30° to 40°C / -22° to 104°F) 

Without moly

Grease
Working

Environment
Typical

Applications
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